
 SD-M8/M12 Connector Series: Specification 
MODEL PRINT WIRING VOLTAGE/CURRENT

M8-3PF1 9.
5

13

M8x1

 

M8-4PF1 

 

9.
5

13

M8x1

 

60V AC/DC 3Amp. Max. 
IP67 (NEMA) 

 

M8-3PF BLACK (OUT)

BLUE (-)

BROWN (+)
4

3

1 30

M8-4PF 

 

BLACK (OUT)

BLUE (-)

BROWN (+)
4

3

1 30

2

60V AC/DC 3Amp. Max. 
IP67 (NEMA) 

 

M8-3PFL 
281

3

4
BROWN (+)

BLUE (-)

BLACK (OUT)

 

M8-4PFL 

 
 

281

3

4
BROWN (+)

BLUE (-)

BLACK (OUT)
2

 

60V AC/DC 3Amp. Max. 
IP67 (NEMA) 

 

M8-3PM1 
M8x1

16.5  

M8-4PM1 

 

M8x1

16.5  

60V AC/DC 3Amp. Max. 
IP67 (NEMA) 

 

M8-3PM BLACK (OUT)

BLUE (-)

BROWN (+) 35

1

4

3

 

M8-4PM 

 

35

BLACK (OUT)

BLUE (-)

BROWN (+)

4

3

1

2

 

60V AC/DC 3Amp. Max. 
IP67 (NEMA) 

 

M12-4PM1 
 265

5

M12x1
41

32  

120V AC/DC 3Amp. Max. 
IP67 (NEMA) 

M12-4PF1 
 225

5

M12x1

41

32

 

120V AC/DC 3Amp. Max. 
IP67 (NEMA) 

M12-4PM 
 

32

41Brown 

Blue 

Black

White

40M12x1

 

120V AC/DC 3Amp. Max. 
IP67 (NEMA) 

M12-4PF 
 

32

41

White

Black

Blue 

Brown 

M12x1 35

 

120V AC/DC 3Amp. Max. 
IP67 (NEMA) 

M12-4PFL 

 

Brown 

Blue 

Black

White

1 4

2 3
38

M12x1
 

120V AC/DC 3Amp. Max. 
IP67 (NEMA) 

 


